ELEVATED LIVING

haique

—— Luxury Surfaces —

QUARTZ | NEO MARBLE | TERRAZZO

INSTRUCTION MANUAL

Area of usage :

For internal areas only. Keep away from direct sunlight to prevent
weathering.

Storage Precautions :

Store Haique surfaces indoors and covered to prevent damage
from direct sunlight and weather. Even a tarpaulin-covered area is
suitable for storage.

* Store Haique surfaces properly to prevent any damage.
Following the are recommendations to maintain the quality
and appearance of your surfaces.

* When storing the slabs, place them fully against a wall to
prevent any bending or warping. If storing them on a stand,
make sure to use an 18mm backing ply board to keep them flat.

* Avoid stacking the slabs too high, as this can cause them to
bend or warp under their own weight. If you need to stack them
higher, make sure to use support in between the layers.

* When stacking the slabs, ensure that the polished surfaces face
each other and the unpolished surfaces face each other. This will
prevent any scratching or damage to the polished surfaces.

Failure to follow these recommendations may result in
permanent discoloration, loss of gloss, and bending of the

slabs.
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Some examples of the applications of cut to size pieces.

Laying Instructions :

I. Adhesives : We recommend to use adhesive which have high
bond strength and durable adhesion or any other polymer
modified adhesive meeting the required specifications when
installing Haique products.

i. Tile & Stone Primer Application : We recommend to apply Tile
& Stone primer which prevents efflorescence and which is water
resistant on the back side surface and side edges of Marbles
and Quartz slabs.

iii.Surface Preparation :
* Remove all loose particles and mortar to reach a sound surface.
e Ensurethe surface is free of dirt, dust, and other contaminants.

* If using new screeds and plastering, cure for a minimum of 7
days and dry completely for at least 1 weeks, or per
manufacturer's specifications.

* Ensure the surface is plain, plumb in line without undulations.
iv. Application of Adhesive &Installation :

* Spread the adhesive on the wall/floor surface at a thickness of
2-6mm, using a suitable steel notch trowel. This ensures that the
adhesive is applied evenly and at the appropriate thickness to
hold the surface in place.

* Pressthe slab firmly into position with a slight twisting action and
use a suitable rubber mallet for gentle tamping.

* Provide expansion joints of minimum 3-5mm at regular
intervals during the installation to facilitate thermal expansion.

* Spacers of suitable thickness may be used followed by the
installation of flexible polyurethane sealant which provides
water proofing and moisture proof.

Keep a gap of minimum 8-10mm around the perimeter laid
marble/quartz flooring.

V. Grouting :

* Do not use cement, mortar, or POP for grouting as these are
alkaline and may cause patches on joints.

* Use only epoxy resin based grouts for grouting, and it can be
done after 4-5 days of installation.
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Cleaning & Maintenance :
* Only use neutral detergents for frequent or regular cleaning.
* Only use neutral stone cleaner for cleaning the surfaces.

* For more information on cleaners, consult visit haique website.
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